STORM DRAINAGE DESIGN AND TECHNICAL CRITERIA
# TABLE OF CONTENTS

List of Tables  
List of Figures  

## SECTION 1  GENERAL PROVISIONS  

| 1.1 | TITLE | 1-Error! Bookmark not defined.  
| 1.2 | APPLICABILITY | 1-Error! Bookmark not defined.  
| 1.3 | PURPOSE | 1-Error! Bookmark not defined.  
| 1.4 | STATUS | 1-Error! Bookmark not defined.  
| 1.5 | AMENDMENT AND REVISIONS | 1-Error! Bookmark not defined.  
| 1.6 | ENFORCEMENT RESPONSIBILITY | 1-Error! Bookmark not defined.  
| 1.7 | REVIEW AND ACCEPTANCE | 1-Error! Bookmark not defined.  
| 1.8 | INTERPRETATION | 1-Error! Bookmark not defined.  
| 1.9 | ADAPTATIONS | 1-Error! Bookmark not defined.  
| 1.10 | ABBREVIATIONS | 1-Error! Bookmark not defined.  
| 1.11 | DEFINITIONS | 1-Error! Bookmark not defined.  

## SECTION 2  DRAINAGE PLANNING SUBMITTAL REQUIREMENTS  

| 2.1 | REVIEW PROCESS | 2-Error! Bookmark not defined.  
| 2.2 | PHASE I DRAINAGE REPORT | 2-Error! Bookmark not defined.  
| 2.2.1 | Report Contents | 2-Error! Bookmark not defined.  
| 2.2.2 | Drawing Contents | 2-Error! Bookmark not defined.  
| 2.3 | PHASE II DRAINAGE REPORT | 2-Error! Bookmark not defined.  
| 2.3.1 | Report Contents | 2-Error! Bookmark not defined.  
| 2.3.2 | Drawing Contents | 2-Error! Bookmark not defined.  
| 2.4 | PHASE III DRAINAGE REPORT | 2-Error! Bookmark not defined.  
| 2.5 | CONSTRUCTION PLANS | 2-Error! Bookmark not defined.  
| 2.6 | RECORD DRAWINGS AND FINAL ACCEPTANCE CERTIFICATE | 2-Error! Bookmark not defined.  

## SECTION 3  DRAINAGE POLICY  

| 3.1 | INTRODUCTION | 3-1  
| 3.2 | BASIC PRINCIPLES | 3-1  
| 3.2.1 | Urban Subsystem | 3-1  
| 3.2.2 | Multi-Purpose Resource | 3-2  
| 3.2.3 | Water Rights | 3-2  
| 3.2.4 | Jurisdictional Boundaries | 3-3  
| 3.2.5 | Major Drainageway | 3-3  
| 3.2.6 | Major Drainageway Design Flows | 3-3  
| 3.3 | REGIONAL AND LOCAL PLANNING | 3-4  
| 3.3.1 | Basin Transfer | 3-4  
| 3.3.2 | Master Planning | 3-4  
| 3.3.3 | Special Planning Areas | 3-5  
| 3.3.4 | Public Improvements | 3-5  
| 3.3.5 | Floodplain Management | 3-5  
| 3.3.6 | Storm Runoff Detention and Water Quality Enhancement | 3-6  
| 3.3.7 | Operations and Maintenance | 3-6  
| 3.3.8 | Erosion and Sedimentation Control | 3-8  
| 3.4 | TECHNOLOGY PLANNING AND DESIGN | 3-8  
| 3.4.1 | Drainage Criteria | 3-8  
| 3.4.2 | Water Quality, Minor, and Major Drainage System | 3-9  
| 3.4.3 | Storm Runoff | 3-9  
| 3.4.4 | Streets | 3-10  
| 3.4.5 | Floodproofing (Existing Structures) | 3-12  

TOC-1
7.5.5 Other Lining Types ................................................................. 7-Error! Bookmark not defined.
7.6 SWALES .................................................................................. 7-Error! Bookmark not defined.
7.7 RUNDOWN CHANNELS .............................................................. 7-Error! Bookmark not defined.
  7.7.1 Cross-Sections ..................................................................... 7-Error! Bookmark not defined.
  7.7.2 Design Flow ........................................................................ 7-Error! Bookmark not defined.
  7.7.3 Flow Depth .......................................................................... 7-Error! Bookmark not defined.
  7.7.4 Freeboard ........................................................................... 7-Error! Bookmark not defined.
  7.7.5 Outfall Configuration ............................................................ 7-Error! Bookmark not defined.
7.8 CHECKLIST .............................................................................. 7-Error! Bookmark not defined.

SECTION 8 STORM SEWERS
8.1 INTRODUCTION ....................................................................... 8-Error! Bookmark not defined.
8.2 CONSTRUCTION MATERIALS .................................................. 8-Error! Bookmark not defined.
8.3 HYDRAULIC DESIGN .............................................................. 8-Error! Bookmark not defined.
  8.3.1 Pipe Friction Losses ............................................................. 8-Error! Bookmark not defined.
  8.3.2 Pipe Form Losses ............................................................... 8-Error! Bookmark not defined.
  8.3.3 Storm Sewer Outlets ........................................................... 8-Error! Bookmark not defined.
  8.3.4 Partially Full Pipe Flow ........................................................ 8-Error! Bookmark not defined.
8.4 VERTICAL ALIGNMENT ............................................................ 8-Error! Bookmark not defined.
8.5 HORIZONTAL ALIGNMENT ..................................................... 8-Error! Bookmark not defined.
8.6 PIPE SIZE .............................................................................. 8-Error! Bookmark not defined.
8.7 MANHOLES ........................................................................... 8-Error! Bookmark not defined.
8.8 DESIGN EXAMPLE ................................................................. 8-Error! Bookmark not defined.
8.9 CHECKLIST .............................................................................. 8-Error! Bookmark not defined.

SECTION 9 STORM SEWER INLETS
9.1 INTRODUCTION ....................................................................... 9-Error! Bookmark not defined.
9.2 STANDARD INLETS ............................................................... 9-Error! Bookmark not defined.
  9.3.1 Continuous Grade Condition ................................................ 9-Error! Bookmark not defined.
  9.3.2 Sump Condition ................................................................. 9-Error! Bookmark not defined.
9.4 INLET SPACING ...................................................................... 9-Error! Bookmark not defined.
9.5 CHECKLIST .............................................................................. 9-Error! Bookmark not defined.

SECTION 10 STREETS
10.1 INTRODUCTION ..................................................................... 10-1
10.2 FUNCTION OF STREETS IN THE DRAINAGE SYSTEM ............. 10-1
10.3 STREET CLASSIFICATION ...................................................... 10-1
10.4 HYDRAULIC EVALUATION ..................................................... 10-2
  10.4.1 Allowable Gutter Capacity - Minor Storm ......................... 10-Error! Bookmark not defined.
  10.4.2 Allowable Gutter Capacity - Major Storm ......................... 10-Error! Bookmark not defined.
10.5 DESIGN EXAMPLE ............................................................... 10-Error! Bookmark not defined.
10.6 CHECKLIST ............................................................................. 10-Error! Bookmark not defined.

SECTION 11 CULVERTS
11.1 INTRODUCTION ..................................................................... 11-1
11.2 CULVERT HYDRAULICS ......................................................... 11-1
11.3 CULVERT DESIGN STANDARDS ............................................ 11-1
  11.3.1 Construction Material and Pipe Size .................................. 11-1
  11.3.2 Inlet and Outlet Configuration .......................................... 11-1
  11.3.3 Hydraulic Data .................................................................. 11-2
  11.3.4 Velocity Considerations .................................................... 11-2
  11.3.5 Headwater Considerations ............................................... 11-3
  11.3.6 Structural Design ............................................................. 11-3
  11.3.7 Trash racks .................................................................... 11-3
  11.3.8 Street Overtopping ........................................................... 11-4
SECTION 12 HYDRAULIC STRUCTURES
12.1 INTRODUCTION ................................................................. 12-ERROR! BOOKMARK NOT DEFINED.
12.2 RIPRAP ........................................................................... 12-ERROR! BOOKMARK NOT DEFINED.
   12.2.1 Bedding Requirements ...................................................... 12-ERROR! BOOKMARK NOT DEFINED.
   12.2.2 Channel Bends ............................................................... 12-ERROR! BOOKMARK NOT DEFINED.
   12.2.3 Conduit Erosion Protection ............................................. 12-ERROR! BOOKMARK NOT DEFINED.
12.3 ENERGY DISSIPATERS ......................................................... 12-ERROR! BOOKMARK NOT DEFINED.
12.4 DROP STRUCTURES ............................................................ 12-ERROR! BOOKMARK NOT DEFINED.
12.5 CHECK DAMS .................................................................... 12-ERROR! BOOKMARK NOT DEFINED.

SECTION 13 EROSION CONTROL
13.1 PURPOSE ............................................................................... 13-ERROR! BOOKMARK NOT DEFINED.
13.2 RESPONSIBILITY ................................................................... 13-ERROR! BOOKMARK NOT DEFINED.
13.3 REGULATIONS ...................................................................... 13-1
13.4 LAND DISTURBANCE PERMIT ................................................. 13-1
13.5 GUIDELINES ......................................................................... 13-2

SECTION 14 DETENTION FACILITIES
14.1 INTRODUCTION ...................................................................... 14-ERROR! BOOKMARK NOT DEFINED.
14.2 DETENTION PONDS ............................................................... 14-ERROR! BOOKMARK NOT DEFINED.
14.3 DESIGN CRITERIA ................................................................. 14-ERROR! BOOKMARK NOT DEFINED.
   14.3.1 Design Frequency ............................................................ 14-ERROR! BOOKMARK NOT DEFINED.
   14.3.2 Release Rates ................................................................. 14-ERROR! BOOKMARK NOT DEFINED.
   14.3.3 Volume Requirements ..................................................... 14-ERROR! BOOKMARK NOT DEFINED.
   14.3.4 Outlet Structure ............................................................. 14-ERROR! BOOKMARK NOT DEFINED.
   14.3.5 Hydraulic Design Data .................................................... 14-ERROR! BOOKMARK NOT DEFINED.
14.4 DESIGN STANDARDS FOR GRASS-LINED DETENTION PONDS .... 14-ERROR! BOOKMARK NOT DEFINED.
   14.4.1 Depth Requirements ....................................................... 14-ERROR! BOOKMARK NOT DEFINED.
   14.4.2 Grading Requirements .................................................... 14-ERROR! BOOKMARK NOT DEFINED.
   14.4.3 Freeboard Requirements .................................................. 14-ERROR! BOOKMARK NOT DEFINED.
   14.4.4 Trickle Channel .............................................................. 14-ERROR! BOOKMARK NOT DEFINED.
   14.4.5 Vegetation Requirements ................................................ 14-ERROR! BOOKMARK NOT DEFINED.
   14.4.6 Maintenance ................................................................. 14-ERROR! BOOKMARK NOT DEFINED.
14.5 DESIGN STANDARDS FOR PARKING LOT DETENTION ...... 14-ERROR! BOOKMARK NOT DEFINED.
   14.5.1 Depth Limitation ............................................................. 14-ERROR! BOOKMARK NOT DEFINED.
   14.5.2 Rundown Channel .......................................................... 14-ERROR! BOOKMARK NOT DEFINED.
   14.5.3 Maintenance ................................................................. 14-ERROR! BOOKMARK NOT DEFINED.
14.6 DESIGN EXAMPLES ............................................................ 14-ERROR! BOOKMARK NOT DEFINED.
14.7 CHECKLIST ......................................................................... 14-ERROR! BOOKMARK NOT DEFINED.

APPENDIX

STANDARD FORMS

STANDARD STATEMENTS

REFERENCES
List of Tables

SECTION 1 GENERAL PROVISIONS

SECTION 2 DRAINAGE PLANNING SUBMITTAL REQUIREMENTS

Table 201 – Listing of Floodplain Information for the City of Fort Lupton ......................2-18
Table 202 – Drawing Symbol Criteria and Hydrology Review Table ..............................2-19

SECTION 3 DRAINAGE POLICY

SECTION 4 FLOODPLAIN

SECTION 5 RAINFALL

Table 501 – CUHP Design Storm for the City of Fort Lupton Incremental Rainfall Depth/Return
Period ........................................................................................................................................5-3
Table 502 – Time-Intensity-Frequency Tabulation for the Rational Method .......................5-4

SECTION 6 RUNOFF

Table 601 – Time of Concentration .......................................................................................6-8
Table 602 – Recommended Runoff Coefficients and Percent Impervious ..........................6-9
Table 603 – Storm Drainage System Design (Rational Method Procedures) ......................6-10
Table 604 – Sub-Basin Runoff Summary ..............................................................................6-11
Table 605 – Design Point Runoff Summary ........................................................................6-12

SECTION 7 OPEN CHANNELS

SECTION 8 STORM SEWERS

Table 801 – Water Surface and Energy Grade Line Calculations for Storm Sewer ............8-11
Table 802 – Pipe Roughness Coefficients ..........................................................................8-12
Table 803 – Energy Loss Coefficient Expansion and Contraction ...................................8-13
Table 804 – Energy Loss Coefficients Bends ......................................................................8-14
Table 805 – Alignment and Size .........................................................................................8-15
Table 806 – Design Example for Storm Sewer .................................................................8-16

SECTION 9 STORM SEWER INLETS

Table 901 - Inlet Design Information ....................................................................................9-7
SECTION 10 STREETS

SECTION 11 CULVERTS

Table 1101 – Entrance Loss Coefficients for Culverts.................................................................11-9
Table 1102 – Culvert Rating Forms..............................................................................................11-10
Table 1103 – Weir Flow Coefficients............................................................................................11-11
Table 1104 – Culvert Rating Form Design Example......................................................................11-12

SECTION 12 HYDRAULIC STRUCTURES

Table 1201 – Classification and Gradation of Ordinary Rip-rap.................................................12-5
Table 1202 – Thickness Requirements of Granular Bedding.......................................................12-6
Table 1203 – Gradation for Granular Bedding.............................................................................12-7

SECTION 13 EROSION CONTROL

SECTION 14 DETENTION FACILITIES

Table 1401 – Detention Pond Sizing FAA Method........................................................................14-13
Table 1402 – Detention Pond Volume Determination .................................................................14-14
List of Figures

SECTION 1 GENERAL PROVISIONS

SECTION 2 DRAINAGE PLANNING SUBMITTAL REQUIREMENTS

Figure 201 – Floodplain Information for the City of Fort Lupton 2-2

SECTION 3 DRAINAGE POLICY

SECTION 4 FLOODPLAIN

SECTION 5 RAINFALL

Figure 501 – Time-Intensity-Frequency Curves for the Rational Method 5-5

SECTION 6 RUNOFF

Figure 601 – Overland Time of Flow 6-13
Figure 602 – Estimate of Average Flow Velocity 6-14
Figure 603 – Residential Housing Density vs. Impervious Area 6-15

SECTION 7 OPEN CHANNELS

Figure 701 – Roughness Coefficients for Grassed Channels 7-24
Figure 702 – Typical Grassed-Lined Channel Section Type A 7-25
Figure 703 – Typical Grassed-Lined Channel Section Type B 7-26
Figure 704 – Typical Grassed-Lined Channel Section Type C 7-27
Figure 705 – Trickle Channel Details 7-28
Figure 706 – Channel Rundown Details 7-29

SECTION 8 STORM SEWER

Figure 801 – Hydraulic Properties of Circular Pipe 8-17
Figure 802 – Hydraulic Properties of Horizontal Elliptical Pipe 8-18
Figure 803 – Hydraulic Properties of Arch Pipe 8-19
Figure 804 – Energy Loss Coefficient Bends at Manholes 8-20
Figure 805 – Manhole and Junction Losses 8-21
Figure 806 – Design Example of Storm Sewer Profile View 8-22
Figure 807 – Design Example of Storm Sewer Plan View 8-23
SECTION 9 STORM SEWER INLETS

Figure 901 – Allowable Inlet Capacity Type 13 Combination on a Continuous Grade 9-8
Figure 902 – Allowable Inlet Capacity Type R on a Continuous Grade 9-9
Figure 903 – Allowable Inlet Capacity Type 13 Grated on a Continuous Grade 9-10
Figure 904 – Allowable Inlet Capacity All Inlets Sump Condition 9-11
Figure 905 – Design Example for Inlet 9-12

SECTION 10 STREETS

Figure 1001 – Nomograph for Flow in Triangular Gutters 10-5
Figure 1002 – Allowable Gutter Capacity – Minor Storm 10-6
Figure 1003 – Allowable Gutter Capacity – Major Storm 10-7
Figure 1004 – Adjustment for Gutter Capacity with Non-Symmetrical Street Section 10-8

SECTION 11 CULVERTS

Figure 1101a – Trash Rack Detail – Flared End Section – Circular Pipe 11-13
Figure 1101b – Trash Rack Detail – Flared End Section – Arch Pipe 11-14
Figure 1101c – Trash Rack Detail – Flared End Section – Elliptical Pipe 11-15
Figure 1102 – Trash Rack Detail – Concrete Headwall 11-16

SECTION 12 HYDRAULIC STRUCTURES

Figure 1201 – Typical Lap Detail and Filter Fabric Placement 12-8
Figure 1202 – Erosion Protection for Channel Bends 12-9
Figure 1203 – Conduit Outlet Erosion Protection 12-10
Figure 1204 – Size of Rip-rap Erosion Protection at Circular Conduit Outlet 12-11
Figure 1205 – Size of Rip-rap Erosion Protection at Rectangular Conduit Outlet 12-12
Figure 1206 – Expansion Factor for Circular Conduits 12-13
Figure 1207 – Expansion Factor for Rectangular Conduits 12-14

SECTION 13 EROSION CONTROL

SECTION 14 DETENTION FACILITIES

Figure 1401 – Detention Pond Outlet Configurations 14-15
Figure 1402 – Typical Spillway Detail 14-16